
ESS S1802
ESS-ESDSTO72DA1
The ESS S1802 is a high-performance large-format sublimation 
printing system engineered for continuous textile production 
environments requiring speed, chromatic precision, and 
operational stability. Equipped with dual printheads, the system 
significantly increases production throughput while 
maintaining sharp detail definition and vibrant color 
consistency. Its optimized ink deposition control ensures 
uniform coverage on sublimation transfer paper, delivering 
reliable heat-transfer performance for high-volume industrial 
workflows. 

With a maximum printing width of 180 cm (72”), the ESS S1802 is 
designed for sportswear manufacturing, soft signage, textile 
décor, promotional graphics, and large-format sublimation 
applications. The system operates with QUALITINK CMYK 
sublimation inks and is optimized for use with Qualitexpaper 
sublimation paper, ensuring strong color penetration, tonal 
stability, and consistent transfer results. Integrated Professional 
RIP software supports PRT, PRN, and PLT formats, enabling 
advanced color management and production queue control. 

The printer supports roll media up to 50 kg (110 lb), ensuring 
stable feeding during long production runs. Operating at 220V 
with 50–60 Hz frequency and a total power consumption of 3.0 
kW, the ESS S1802 is designed for industrial reliability and 
controlled energy efficiency. Multiple print modes allow 
operators to balance speed and output quality according to 
production requirements. The equipment includes a one-year 
manufacturer warranty

TECHNICAL SPECIFICATIONS

Note: Speeds may vary depending on design saturation, 
fabric type, and machine operation.

Frequency:  50–60 Hz

1 year

DIMENSIONS & WEIGHT

Dimensions (L x W x H):

Weight:

Warranty:

WORKING ENVIRONMENT

Operating temperature:

POWER & ELECTRICAL

Total power consumption:  3.0 kW

Electrical requirement: 220V + UPS

Supported file formats: PRT, PRN, PLT

Software: Professional RIP Software

FORMAT & MATERIALS

Compatible materials: Sublimation transfer paper (Qualitexpaper)

Maximum roll weight: Up to 50 kg (110 lb)

Quality Mode: Up to 30 m/h (48 m²/h)

PRINTING SPEED 

Draft Mode: Up to 55 m/h (88 m²/h)

Production Mode: Up to 40 m/h (60 m²/h)

Ink configuration: CMYK – QUALITINK Sublimation

 Maximum print width: Up to 180 cm (72”)

PRINTING SYSTEM

Technology: Sublimation printing system

Number of printheads:  2 printheadss


