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High-performance DTF printing technology: advanced piezoelectric inkjet system engineered 

for professional Direct-to-Film production environments.

Triple printhead configuration: equipped with 3 high-precision piezoelectric printheads, ensuring 

superior detail, micro-droplet control, and consistent output quality.

CMYK + White + Neon ink system: delivers vibrant colors, enhanced contrast, and fluorescent 

effects with outstanding white opacity and sharp definition.

Optimized production workflow: multiple print modes (6-pass and 8-pass) allow the perfect 

balance between speed, quality, and production efficiency.

Professional RIP software included: advanced color management, white ink layer control, ICC 

profile optimization, and streamlined production workflow.

Flexible printing format: supports up to 60 cm (24") width and compatible with PET film and DTF 

paper for versatile textile applications.

Industrial-grade performance: robust structure, independent electrical system, and 3.5 kW 

power capacity designed for continuous production environments.

ROOSTER DTF I3200 3PH 
9C – 24” NEÓN
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Professional RIP software included (advanced color management, ICC 
profiles, white layer control)

Ink level sensors: Not included
Manual monitoring recommended

1 × 110 VAC – Plotter
1 × 110 VAC – Oven
1 × 220 VAC – Extractor

Power Consumption

3.5 Kw

Operating Conditions

Operating Temperature:
23°C – 29°C

Humidity:
35% – 65%

Ink Monitoring System

Software & Workflow

Applications

Fashion & apparel
Textile customization
Promotional products
Advertising production
Footwear & accessories
Corporate uniforms

Electrical Requirements

Draft Mode:

CMYK: Up to 13 linear m/h – 6 pass
CMYK: Up to 10 linear m/h – 8 pass
CMYK + Neon: Up to 10.5 linear m/h – 6 pass
CMYK + Neon: Up to 8 linear m/h – 8 pass

Production Mode:
Not specified

Quality Mode:
Not specified

Note:
Speeds may vary depending on ink type, coverage, and resolution

Print Area & Format
Compatible Materials:

Polyester film
DTF paper

Additional Supported Materials:

PET film for DTF
Special transfer films
DTF foil

Supported File Formats:
Not specified

Curing & Transfer System

Curing System:

Thermal curing oven (powder fixation)
Continuous production ready
Heating platen included

System Components:

Plotter: Included
Oven: Depends on configuration/model

Function:
Activates hot-melt adhesive before transfer process

Digital piezoelectric inkjet printing system

Printing Technology:

Print Head

Printhead Type:
High-precision piezoelectric
Number of Printheads:
3 printheads
Maximum Print Width:
60 cm (24")

Ink Colors

CMYK + White + Neon   Capabilities:
High color saturation
Fluorescent neon effects
Excellent white opacity
High detail precision

Printing Modes & Productivity


